D 1]

D2

&

/Y] DONGYA ELECTRONIC

®

ZLJM-800C

Series latch contactors

R IR TR IR RS

FEES & X Nomination(nomogram)

ZLJM-800C/0 - S-T-2L-H

T #3|H4 with cable /leading-outwire
T L7 BWTEFTEEWIith “L” shape double mountingbracket

HTVSE With TVS diode
FHHEFNIF = With microswitch
£ B8 % Coil voltage
Bit AERSERRE)
Design and remodelcode(magnetic latching type)
fb S EXENE B fiRated current ofcontact circuit(A)
P @ES Product model

{£ £ 14 Use conditions required

HIZIRE Ambient temperature: -25~+40°C
AB¥FIE & Relative humidity: +20°Ci%98%(upto 9% at +20°C)
Bl =4 HREN I Vibration freq. atthe fixed position:
3g. 1~50Hz #®iE 0.5mm
3g. 1~50Hz ampl 0.5mm
2357515 Mounting directions:
B ERAKFAE

The contactors canbe mounted verticallyor horizontally,if mounted verticallythe coil shouldbe at thebottom

FETR IR A
FREBXRE. AUEONKRO. 25%), MBI E00ms<t<1s ZETERFERK PR REARTEBIEH 6K,
FERANEAE, ERIERSAS. ABRTERSET, SEEZRAE, BRSMURSH”RAMNKABRRE.

Productcoil is excited by positive and negative pulse(1,2points), 200ms<t<1s. Long time continuous energizing
is notallowed, Operationfrequency nomore than 6 time/min.It's square pulse and positive pulse make s the contact
close while negative pulse makes the contact open. After the excitation, the permanent magnet in product keeps the
state ofthe contact.
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1§ #4B8REIEE Circuit diagram

2ZLIM-800C/L
3. AnRRAE
1, 2ALEE
LALMH(L is winding) .

#(3. 4 contact terminal)
« 2coil terminal)

B =5 KB Basic technical data

2LJM-800CIL -

146.2

54.1

8k

v opIS

37.8
225

3. 4contact terminal)
2coil terminal)

%S
NO.

SHZFR Parameters

LB EE[F Rated coil volt(VDC)

(20 +5)CT, sEN R (V)
Operating volt incold state at(20 £5)°C

R PEFE 1 2R 7 Rated load currentof contact circuit(A)
# B AEIE B E Rated volt ofcontact circuit(V DC)
100A%R E T A2 2 Z#2EF2 Contact volt dropof main contactat 100A

H/\BX 5 B Min pulse width

R EAR A5 MNSEEB)

Dielectric strength(Between Insulatedelectric parts)
B3  Electric life

#4HE S Mechanical life

£ B85 Coil current

T #H15E Working duty

&S Product code
ZLJM-800CE 7 series

12,24,30,48,60,72,120%Fetc

LEFEEEMN(R5~70)% (25~70)% ofrated coil volt

800A
60
AAFB80mY not above80mY

200m$

1000VAC 50/60Hz(1minute)

20,000 Ops.
107358 100,000 Ops.
/NF700mA  <700mA

%4 Continuous




